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Portable Instruments

Data Logging Facility
Built into the instrument is a logging system that can
store up to 10,000 measurement points. The logger will
store both the moisture value and a second process
variable (temperature or pressure), along with tag and
time information. Logging start time, interval and test
duration are all selected from the instrument's drop
down menu. Once the data has been recorded, it can be
downloaded onto a PC using Windows™ Terminal or a
similar data transfer program.

Lightweight Construction
Weighing a total of 6.6 lb, Cermax is one of the lightest
portable instruments available and yet it is very rugged
and can handle daily field use. The strong molded
polyurethane case provides impact resistance, light
weight in an easy to carry NEMA 4 rated unit. A carrying
bag with pockets for a sampling system module, fittings
and small tools is also available for carrying everything
you need to use the Cermax. 

Long Battery Life
Cermax uses a sealed rechargeable battery pack which
gives an average operating time of more than 8 hours
between charges at normal room temperature. The
battery pack is easily removed and a spare battery pack
will keep the Cermax operational for those late long shift
readings. 

The battery pack can be charged through the integral
charger jack or by removal of the pack for charging it on
the bench as a spare (charger is supplied).

Please note: Michell Instruments adopts a continuous development
program which sometimes necessitates specification changes without
notice.
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Cermax: CMX-STD-0308NA

Cermax
Portable Dew Point Meter 
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Technical Specifications
Gas wetted parts 316 stainless steel 

Gas connections 1/8" Swagelok® inlet and outlet 
couplings 

Display 4 line x 40 character LCD

Range Calibrated from -150 to +70°F dew 
point; readings to -180 and +90°F
dew point 

Accuracy        ±1.8°F from -75 to +70°F dew point
±3.6°F from -150 to -75°F dew point

Resolution figures 0.1°F dew point (3 significant digits
for all other units) 

Units °F, °C, K dew point; ppmv; ppmw; 
g/m3; Lb/MMSCF 

Use on these gases Air, N2, H2, SF6, CO2, Natural Gas
and other non-corrosive gases

Secondary input 0-20 mA or 4-20 mA for temperature 
or pressure 

Data storage Up to 10,000 samples of primary, 
secondary variable, time and date 
stamp and a user selected 
descriptive identifier 

Communications RS232C 

Power Internal re-chargeable battery pack 
(removable) charged by external AC 
powered charger (supplied). 
8 hours normal operation between 
charges.

Charger Universal input type

Case Custom polyurethane case with 
integral padded handle 

Dimensions 10"W x 12"D x 6"H approximately

Weight 6.6 lb

Enclosure rating NEMA 4 

Operating temperature 0 to +120°F

Storage temperature -85 to +150°F 

Operating pressure 0-5000 psig (max) 

Flow rate 1 to 10 CFH

OPTIONS:
Carrying Bag - Lightweight, padded carry bag made from woven
cotton for Cermax and accessories
Shoulder Strap - Shoulder carry strap for Cermax Portable Dew
Point Meter.
Sampling Systems - Designed for sample conditioning for specific
applications.




