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Extremely fast 
response time

Analog and Modbus RTU outputs

Excellent sensor 
protection
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Measurement Under Your Control
The Easidew Online Hygrometer features an extremely
clear and bright 0.8” red LED display.  It provides a 4-20
mA or 0-20 mA analog, or Modbus RTU RS 232 digital
output for connection to a chart recorder, data-logger or
computer system, enabling the user to analyze dew point
trends over time.  In addition, the Easidew Online
includes 2 alarms that can be easily configured by the
user.  Each of these alarms is a rated relay contact.  This
feature makes the Easidew Online ideal for the
monitoring and control of desiccant dryers or other
critical process controls.

Standardized Design 
The Easidew Online Hygrometer is a compact
hygrometer with a standard 1/8 DIN layout (4” X 2”)
requiring clearance depth of only 3.5”.  Front panel
buttons for alarm setting are protected to NEMA 12. 

Rugged yet Lightweight 
The Easidew Transmitter is constructed in 316 stainless
steel.  A captive gland sealed cable connector offers
NEMA 4X protection from the environment.  This rugged
construction makes it perfectly suited for industrial
applications.  While weighing only 0.33 lb, it is light
enough to be supported directly by its sample block
connection to ¼” sample tubing without any additional
mounting brackets.

Reproducibility and Calibration
Integrity 
For over thirty years, Michell has been developing and
refining the sensor technology to ensure that every
sensor performs to your expectations.  Each Ceramic
Moisture Sensor goes through a multi-mode test and
inspection process before calibration to verify its
compliance to Michell’s strict standards.  The calibration
process itself takes more than one week, where rigorous
checks on the sensor performance are carried out at
thirteen points across the measurement range.  Only
when the sensor has passed all these stringent checks is
it ready to be applied to critical process control
applications like yours.

Traceable Calibration
Each Easidew Online is supplied with a calibration
certificate traceable to national standards (NIST) from
Michell Instruments accredited laboratory. 

NEMA 4X 
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Michell Instruments, Inc.
11 Old Sugar Hollow Road
Danbury, CT 06810 USA

Tel: (203) 744-6881
Fax: (203) 743-2051 
Email: us.sales@michell-instruments.com
Web: www.michell-instruments.com

Easidew Online
Dew Point Hygrometer

Technical Specifications
Sensor type Michell Advanced Ceramic Moisture 

Sensor

Measurement range -150 to +70°F dew point

0 - 3000 ppmv
ppmv output or non-standard dew point 

range must be specified at time of order

Accuracy ±3.6°F dew point

Operating temperature Display electronics:     20 to +120°F
Transmitter:             -40 to +140°F 

Output 4-20 mA or 0-20 mA current 
maximum load resistance 500 Ω, 
Modbus RTU RS 232                             

Alarm Two isolated 3A @ 240 VAC

User interface Front panel keypad for alarm 

configuration

Power 85 to 264 VAC, 50/60 Hz

Power cable 6 ft. cable supplied

Enclosure rating

Display NEMA Type 12 front panel only

Transmitter NEMA Type 4X

Sensor cable 2.5 ft. supplied (2500 ft. max)

Transmitter operating 

pressure 5000 psig (max)

Interchangeability Fully interchangeable transmitters

Transmitter For full specifications see Easidew 
Transmitter data sheet

Dimensions

Please note: Michell Instruments adopts a continuous development program which sometimes 
necessitates specification changes without notice.

Easidew Online: EA2-0L-0308NA

Easidew Online Part Numbers (Incl. Display, 6 ft. power cable,
transmitter, flow block and 2.5 ft. sensor cable)
Standard Instrument: EA2-OL-100-HD

Non Standard Range: EA2-OL-w/xyz-HD

w = Zero value 

x = Full scale value 

y = Units (F = °F dp, C = °C dp & P = ppmv
z = Pressure for ppmv conversion in BarG.

Blank = 0 BarG

Options:
Easidew Sampler - A self-contained sampling system, with filtration and
flow control, for measurement of pressure or atmospheric dew point 
- Part number: EA2-SAM. 
Replacement HDPE Guard - Pack of 10 HDPE Guards - 
- Part number: EA2-HDPE 
Sintered Guard - Stainless Steel sintered guard, for protection of
ceramic sensor (in place of standard HDPE Guard) changes Order Code 
to EA2-OL-100-SS 
Easidew Communication Kit - for connection to Easidew Transmitter
for reconfiguration of range and output via Michell Configuration Software
(available free of charge from www.michell-instruments.com) 
- Part number: EA2-CK




