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industrial case

Integral sampling system

Simple operation
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Practical Design 
A field instrument must be easy to carry as well as easy to
use.  As its name suggests, Easidew Portable has been
designed to be perfectly transportable.  It is small with an
ergonomic carrying handle and weighs only 9 lbs.  Its highly
visible yellow color means it will be harder to misplace or
accidentally run into in low light conditions.  The case of
the  Easidew Portable provides NEMA 6P (submersible)
protection when the lid is closed and even when it is
open, the case provides NEMA 4 (weatherproof)
protection.

Long Battery Life 
Easidew Portable uses re-chargeable C type cells and is
delivered complete with a universal battery charger that
fits neatly into the instrument lid.  It will operate for up to
sixteen hours on a full charge.  The batteries are located
behind an easy-to-remove panel at the front of the
instrument and can be replaced in an emergency by
standard C cells.  A battery charge indicator on the
instrument front panel keeps you constantly informed of
battery status.

Reproducibility and Calibration
Integrity
For over thirty years, Michell has been developing and
refining the sensor technology to ensure that every sensor
performs to your expectations.  Each Ceramic Moisture
Sensor goes through a multi-mode test and inspection
process before calibration to verify its compliance to
Michell’s strict standards.  The calibration process itself
takes more than one week, where rigorous checks on the
sensor performance are carried out at thirteen points
across the measurement range.  Only when the sensor
has passed all these stringent checks is it ready to be
applied to critical process control applications like yours.

Traceable Calibration 
Each Easidew Portable is supplied with a calibration
certificate traceable to national standards (NIST) from
Michell Instruments accredited laboratory. 

e Cermax Optidew

Extremely fast response time



Portable Instruments

Please note: Michell Instruments adopts a continuous development program which 
sometimes necessitates specification changes without notice.

Easidew Transmitter: EAP-0308NA

Ea
si

de
w

 P
or

ta
bl

e
Michell Instruments, Inc.
11 Old Sugar Hollow Road
Danbury, CT 06810 USA

Tel: (203) 744-6881
Fax: (203) 743-2051 
Email: us.sales@michell-instruments.com
Web: www.michell-instruments.com

Easidew Portable
Hygrometer

DimensionsTechnical Specifications
Measurement range -150 to +70°F dew point

Accuracy ±3.6°F dew point

Operating temperature -5 to +120°F

Storage temperature -40 to +170°F

Operating pressure 0 – 300 psig, 0 – 4000 psig 
(optional)

Display Flush mounted 0.5” 3.5 digit red 
LED 

Output 4-20 mA current maximum load 
resistance 400 Ω

Case Yellow Propylene with charger, 
sample tubing and output 
connector stored in the lid

Enclosure rating
Case closed NEMA Type 6P (submersible)
Case open NEMA Type 4 (weatherproof)

Power 4 - Rechargeable ‘C’ cells with 
battery status indicator

Charger Universal input type 

Run time 12-16 hours

Charge time 16 hours for maximum charge 

Sample connections Push fit pneumatic fittings for gas 
inlet/outlet

Sample block Stainless steel, fully self-contained 
sample system with fixed orifice 
ports for flow control/pressure or 
atmospheric measurement and 
built-in filtration using a standard 
drop-in cartridge

Filter cartridge Removes 99.5 % of particles ≥ 0.3 
micron supplied with cartridge 
installed. Spare cartridges are 
available (part no: 9996031)

Sample tubing 6 ft. of 0.24” O/D PTFE supplied

Weight 9 lbs. total weight

Interchangeability Sensor is fully interchangeable with 
other Easidew products

OPTIONS:
Easidew Desiccator - Desiccant package for use with Easidew
Portable to reduce response time to measure dewpoints <-110°F  




