






Dimensions

Dew Point Transmitters

Please note: Michell Instruments adopts a continuous development program which 
sometimes necessitates specification changes without notice.

Easidew Sampler: EA2-SAM-0308NA
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Michell Instruments, Inc.
11 Old Sugar Hollow Road

Danbury, CT 06810 USA

Tel: (203) 744-6881

Fax: (203) 743-2051 

Email: us.sales@michell-instruments.com

Web: www.michell-instruments.com

Easidew Sampler
Self-Contained Sampling System

Technical Specifications
Gas flow rate 2-10 SCFH

Operating pressure 150 psig
(high pressure option to 3000 psig)

Particulate filter 99.5 % removal of 0.3 microns

Environmental NEMA 4X  

Operating temperature -40ºF to +140ºF
(or as determined by sensor specification) 

Storage temperature -40 to +160ºF, 0-95 %RH Non-condensing

Weight 2.5 lbs (2.7 lbs when sensor is installed)

Vacuum rating Standard push fittings are not vacuum rated

Materials of Block and Cap : 316 Stainless Steel
construction Flow control block: Aluminium

Couplings: Nickel plated Brass

Gas connections Quick Connect fittings for 6mm O/D plastic 
tubing (PTFE or FEP recommended)

Sample tube Supplied with 1.5’ pig-tail vent tube, to 
prevent back-diffusion

Sensor port 5/8” UNF to support all Michell Instruments 
impedance sensors/transmitters

OPTIONS AND ACCESSORIES

Sampling tube 6mm O/D thick wall PTFE sampling tube is 
available to customer specific length

Spare filter cartridges Available in packs of ten cartridges, 99.95 % 
retention at 0.3 micron

High pressure version High pressure configuration with 0.25” O/D 
compression fittings and high pressure rated 
valve is available

Flow meter Scaled from 1 to 5 liters per minute at one 
atmosphere can be installed at system outlet




